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Please review all the tags of all the room numbers that are highlighted.
Change the basins highlighted in the restrooms to the specs in the BIM Execution Plan.
N
M
L]
L 270-0" L
30-0" 30-0" 30-0" 30-0" 30-0" 30-0" 30-0" 30-0" 30-0"
S Y - T — - — 1 . - - s - - - T - - - £ - - - . - - B I - - - T - - - —x - - - SR < n)
| r——————~————— 1 r———————————— 1 i i
The open office area needs at least . MEETING 201 || MEETING 203 FEICE 2 | | | | | N i If the Architect agrees to add windows
1 two windows on each wall. Please OFFICE20S b 1 | | | | | | ] | OFFICE 212 / MEETING 214 (| MEETING 216 to Open Offices 200 and 244, do the
11 check with the Architect if that is - b | o ‘ | | | | - - same thing to this open office as well
| | ' CONFERENCE 211 -
T | Ok MEETING 208 MEETING 209 MEETING 210 | | @ as Open Office 222.
t PEN OFFICE 2 1 1 S .
i oeemorRCEmO @) @@ | - ® B
| T 1 3 "W < N R Mo ] i OPEN OFFICE 218
[ OFFICE 213 ; ]
] [ i MEETING 215 || MEETING 217 =
I f
| - This curved wall needs
1 | T | ;Ii-rhelssgfeegzéﬁgfetr?e | RECEPTION 255 to be changed to glass |
' specs defined in BEP partition wall
T N A . [ |
~o il
O _ _ _ _ _ _ - , _ - I ] MEETING 264 T _ 1 (8)
-\ NN X o |
ELECTRICAL ) 7 & |
| ] J 1 1 .
OFFICE 249 | - 1 ' 3 S OFFICE 261 ] T
| tji J 2 » | | |
B i . LOBBY 256 | F - - | | o
| il I T T T T 7 ‘ ‘ ‘
Y. = . S H OPEN OFFICE 263 | | | = =
OPEN OFFICE 248 pd [ ! \ a
Bl | & i | CONFERENCE 265 S 3
‘ - s u = —— == | | |
° | et 5 s : : :
|| o 0! 0! £ | E::l L1 | ] \ | | \
I/ CARARS o i o | |
| = o g - COPY 262 | 4 | |
COPY 250 : ?’ﬁ, ﬂ\ ﬂ\ \zﬂ\ L O L i -X_ ,,,,,,,,,
W e o) A |
I R MEN'S RR 254 ® STAIR 259 [= i : |
é V “ _L &% / ) X .L
- - — - - R R - R R - - J i - J
O T wemews ] T T () 2 () - S A - v MEETING 266 — ©
3 ) Y | ] |
- I
i o
1 OFFICE 242 - OFFICE 223 5
| ‘ «°
OPEN OFFICE 222
o 1 OPEN OFFICE 244
I : Refer to the markup in OPEN
I The open office area needs at least OFFICE 218 and apply similar
IR two windows on each wall. Please OFFICE 243 changes.
[IE check with the Architect if that is 7 OFFICE 224
OFFICE 237 || MEETING 235
1 Ok. OFFICE 241 OFFICE 239 I | MEETING 232 OFFICE 230 OFFICE 228 OFFICE 226
@ N — WALL SOCK;S — WALL SOCKE;— WALL SOCKETSi WALL SOCKETS j ; B N N ; N N N B % N N B N : ﬂ‘: B B B B ‘1 B : N N B % N N N N % N N N N ; N N N N ; N * @
0 N —
= <F COLUMN DETAILS REQUIRED T
| | [ 01
C|
B
A
CAPTURE ENGINEERS REVU ARCHITECTS OFFICE BUILDING THIS DRAWING IS INTENDED FOR DATE 03/04/2018 STAMP: STAMP: SHEET TITLE & NUMBER
. DEMONSTRATION PURPOSES ISSUED FOR: INTERNAL REVIEW LEVEL 02 FLOOR
® Mechanical ONLY. DO NOT USE THIS 0
: : : DRAWING FOR ANY OTHER SROJECT 3732
Electrical Project No: 323232 PURPOSE WITHOUT THE DRAWN BY: Author NOT FOR PLAN
Plumbing EXPRESS WRITTEN PERMISSION CHECKED BY: Checker
OF BLUEBEAM, INC. APPROVED BY: aooer | CONSTRUCTION
Project Address: | # | DATE | DESCRIPTION | 2 2 1
1234 Miller St. 5555 N. Broad St 123 Schonsett St A m .

© 2018 Bluebeam, Inc.



dmaini
Text Box
The open office area needs at least two windows on each wall. Please check with the Architect if that is Ok.
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Text Box
The open office area needs at least two windows on each wall. Please check with the Architect if that is Ok.
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Text Box
If the Architect agrees to add windows to Open Offices 200 and 244, do the same thing to this open office as well as Open Office 222.
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Text Box
Refer to the markup in OPEN OFFICE 218 and apply similar changes.
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Typewritten Text
Please review all the tags of all the room numbers that are highlighted.
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Change the basins highlighted in the restrooms to the specs in the BIM Execution Plan.

dmaini
Callout
This curved wall needs to be changed to glass partition wall
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Callout
This needs to be a fire safe door of the specs defined in BEP
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Note
Sec. 7-1809. Field Testing.
Only when inspection indicates that the construction is not in accordance with the approved design, field testing may be required. Interior noise measurements shall be taken under conditions of typical maximum exterior noise levels within legal limits.  A test report showing compliance or noncompliance with prescribed interior allowable levels shall be submitted to the Building Official.
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STORAGE 253A
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STORAGE 254A
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STORAGE 258A

dmaini
Line

dmaini
Line

dmaini
Line

dmaini
Line

dmaini
Arrow

dmaini
Typewritten Text
SLOPE DIRECTION
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FIRE RATED WALL
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