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Please review all the tags of all the room numbers that are highlighted.
Change the basins highlighted in the restrooms to the specs in the BIM Execution Plan.
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Text Box
The open office area needs at least two windows on each wall. Please check with the Architect if that is Ok.
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Text Box
The open office area needs at least two windows on each wall. Please check with the Architect if that is Ok.
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Text Box
If the Architect agrees to add windows to Open Offices 200 and 244, do the same thing to this open office as well as Open Office 222.
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Text Box
Refer to the markup in OPEN OFFICE 218 and apply similar changes.
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Typewritten Text
Please review all the tags of all the room numbers that are highlighted.
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Typewritten Text
Change the basins highlighted in the restrooms to the specs in the BIM Execution Plan.
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Callout
This curved wall needs to be changed to glass partition wall
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Callout
This needs to be a fire safe door of the specs defined in BEP
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Note
Sec. 7-1809. Field Testing.
Only when inspection indicates that the construction is not in accordance with the approved design, field testing may be required. Interior noise measurements shall be taken under conditions of typical maximum exterior noise levels within legal limits.  A test report showing compliance or noncompliance with prescribed interior allowable levels shall be submitted to the Building Official.
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STORAGE 253A
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STORAGE 254A
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STORAGE 258A


